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EXHIBIT D-7

SCALE: NTS
PROPOSED BENCH SEATING6
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4" THICK CONCRETE PADIO
OUTDOOR BENCH (TYP)
SEE DETAIL 5, SHEET D5

TOP-OF-BANK LINE

SAW CUT CONTROL JOINT

PROPOSED PEDESTRIAN TRAIL
VARIES

PROPOSED POND OVERLOOK
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ENTRANCE SIGN
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STONE VENEER OVER MASONRY
BASE WITH CUT LIMESTONE CAP

WOOD OR PVC SUPPORT
MEMBERS, PAINTED BLACK TO
MATCH FENCE

WOOD OR HDU SIGN PANEL,
DARK BACKGROUND, WHITE OR
GOLD BORDERS WITH WHITE
LETTERS, DOUBLE FACED,
APPROX . 16 SQ. FT. PER SIDE.
NON ILLUMINATED

WOOD 4- RAIL HORSE FENCE-
SEE DETAIL
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4 MODEL SIGN 1
N.T.S.3 MODEL SIGN 2

N.T.S.

5 MARKETING COMMUNITY SIGN
SCALE:  N.T.S.
8' HGT MAX, 40 SF MAX.

4 RAIL FENCE
N.T.S.

8'-0"

6" DIA. PRESSURE TREATED LINE POSTS 'FACED',  
TAMPED OR DRIVEN

1 x 6 FACER BOARD-TOWARDS  
STREET
FINISH GRADE

O.C. - (TYP.)

NOTES:
 POSTS  SHALL BE SOUND, STRAIGHT AND FREE FROM KNOTS, SPLITS, AND SHAKES, AND PEELED THEIR ENTIRE 
LENGTH.  BOTH ENDS SHALL BE DOUBLE TRIMMED AND SAWED SQUARE 

FENCE BOARDS
BOARDS SHALL BE 1" X 6" X 16' POPLAR, PRESSURE TREATED. THE BOARDS SHALL BE SOUND, STRAIGHT AND 
FREE OF KNOTS AND SHAKES

PAINT
PAINT SHALL BE A SEMI GLOSS WHITE 

FASTENERS
NAILS-10D PLAIN SHANK BOX GALVANIZED
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TAMPED OR DRIVEN
8X8 PRESSURE TREATED END POSTS
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