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PROJECT 23026

DATE

REVISIONS

D-6.1

C
O

UR
TY

A
RD

S
O

N
 C

O
N

C
O

RD

PICKLEBALL NET POST AND SLEEVE
N.T.S.

COURT PAVEMENT

CONCRETE FOOTING

COMPACTED
SUBGRADE

NET POST IN
SLEEVE

16" MIN.

36
" M

IN
.

1

PICKLEBALL COURT
N.T.S.

6"
3"

45
°

ASPHALT  SURFACE
COURSE, TYPE 1

ODOT 304 COMPACTED
AGGREGATE BASE

COMPACTED
SUBGRADE

FINISH GRADE

SURFACE COATING:  USE NOVA PRODUCTS OR OWNER APPROVED EQUAL
-APPLY TWO COATS OF ACRYLIC RESURFACER FOR A UNIFORM BASE
-APPLY TWO COATS OF COMBINATION SURFACE.  USE SAND AND 100% RICH
ACRYLIC FINISH PER MANUFACTURERS RECOMMENDATION

SLOPE 1% SIDE TO SIDE

2

TYPICAL PRECAST CONCRETE PAVER LAYOUT
N.T.S.

COLOR 'A' - PAVER STYLE AND
COLOR BY OWNER

COLOR 'B' BORDER - PAVER STYLE
AND COLOR BY OWNER

PVC. EDGING WITH SPIKES 12" O.C.

3

PRECAST CONCRETE PAVER ON STONE DETAIL
N.T.S.

PRECAST PAVER W/ HAND TIGHT
SAND SWEPT JOINTS.

SAND SETTING BED.

GEOTEXTILE FABRIC LINING.

CRUSHED/COMPACTED
AGGREGATE BASE

PVC EDGING SPIKE AT
12" O.C. BY
PAVE-EDGE OR
APPROVED EQUAL.

FINISH GRADE.

6"
1"

 M
A

X.

6" MIN

COMPACTED
SUBGRADE

4

DOUBLE-SIDED ENTRY SIGN
N.T.S.  NOTE: SIGN TO BE MIN. 15' FROM R.O.W.

COURTYARDS
THE

ON

CONCORD

3'

4'

COMMUNITY SIGN

4"

1 x 12  CEDAR CASING WRAP AROUND
POST- BLOCK OUT TO 12' WITH 2X
PRESSURE TREATED MATERIAL AT
CORNERS OF POST

2-2 x 8 CEDAR BEAMS

8 X 8 PRESSURE TREATED POST

2 X 12 CEDAR TRIM BOARDS TOP
AND BOTTOM

4 " CUT LIMESTONE CAP

3/4" CONDUIT PER ELECTRICAL CONTRACTOR

CMU GROUTED SOLID

CONCRETE FOOTING PER STRUCTURAL ENGINEER

JUNCTION BOX-PER ELECTRICAL CONTRACTOR

7'-7"

9'
-1

1 2"

1'
-0

1 2"

SEE DETAIL 9, THIS SHEET, FOR LIGHT
SPEC, ELECTRICAL CONTRACTOR
RESPONSIBLE FOR DETAILS

3'
-0

"

3'-0"

STONE VENEER PER OWNER

3'
-4

"

8'
-0

"

LAG BOLTS
10"

1"

10
"

1"

HDU FINIAL- 1 X
8'-11"

5
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